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Vibrating level switch

Type 2030

Diaphragm valve

Type 2712

Globe control valve 

with TopControl

• For universal use as overfill or dry run protection system

• Setup without adjustment

• For food and beverage industry thanks to surface
 finishing < 0.8 μm

• ATEX approvals 
Type 8112 can be combined with...

Type 8644

Valve islands with 

electronic I/O

PLC

The 8112 is a vibrating level switch for liquids, 

using a tuning fork for level detection. 

It is designed for industrial use in areas of 

process technology and can be used in liquids. 

Typical applications are overfill or dry run pro-

tection. 

The Type 8112 is available with different sen-

sor length using tube extension. The right 

length can be adapted  thanks to a lock fitting.

Due to the simple and rugged measuring 

system, the 8112 is virtually unaffected by the 

chemical and physical features of the liquid. 

It works even under unfavourable conditions 

such as turbulence, air bubbles, foam genera-

tion, buildup or varying products.

General data

Materials

 Housing / Cover / Seal ring
 Wetted parts
  Tuning fork and process fitting
  Extension tube ø 21.3
  Process seal 

PBT, Stainless steel 316L (1.4435) / PC / EPDM

Stainless steel 316L (1.4435)

Stainless steel 316L (1.4435)

Klingersil C 4400

Weight approx. 890 g + approx. 110 g/m (tube extension)

Electrical connections 1 or 2 cable glands M20 x 1.5 (depends on output version)

Process fitting Thread G, NPT 3/4”, G, NPT 1” or Clamp 2”

Surface finishing quality Ra < 3.2 μm (thread) / Ra < 0.8 μm (Clamp)

Extension tube length 200 ... 1000 mm

Viscosity dynamic 0.1 up to 10000 mPa.s (requirement: with density 1)

Density 0.5 up to 2.5 g/cm3 (selected by DIP switch) or 0.7 up to 2.5 g/cm3 

Fluid temperature -50 up to 150°C (-58 to 302°F)

Fluid pressure -1 to 64 bar (-14.51 to 928.64 PSI)

Accuracy

 Hysteresis
 Delay time / Frequency

Approx. 2 mm with vertical installation 
Approx. 500 ms / Approx. 1200 Hz

Output Double relay output or Namur output

Environment

Ambient temperature -40 up to +70°C (-40 to 158°F) (Operating); 
-40 up to +80°C (-40 to 176°F) (Storage)
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* To find your nearest Bürkert facility, click on the orange box  www.burkert .com

In case of special application conditions,
please consult for advice.

Subject to alteration.
© Christian Bürkert GmbH & Co. KG 1010/6_EU-en_00891982

Company: Contact person:

Customer No.: Department:

Address: Tel. / Fax.:

Postcode / Town: E-mail:

Vibrating level switch 8112

Quantity: Desired delivery date:

 Process fitting connection:

  External thread G 3/4” NPT 3/4”

G 1” NPT 1”

  Clamp 1” 1”1/2 2”

  Flange DN 25 DN 40 DN 50

  DIN 11851 DN 25 DN 32 DN 40 DN 50

  SMS 1145 DN 38 DN 51

 Special rugosity No  Yes with Ra ext. = 0.8 μm

 Length 300 mm 500 mm 1000 mm

specific length in mm (must be a multiple of 500 mm and between 1500 and 6000 mm)   → mm

 Output signal and  Double relay and NAMUR and

   power supply 20-253 V AC - 20-72 V DC  8-15 V DC

 ATEX approval Yes No
  only with Namur Output

 WHG approval Yes No

Vibrating level switch Type 8112 - request for quotation 

Please fill in and send to your local Bürkert Sales Centre with your inquiry or order.

http://www.buerkert.com
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