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Dimensions [mm]

Transmitter / batch controller with local display

Compact version Separate version

* Dimension of compact version

Blind transmitter / batch controller
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 Ordering chart for magflow transmitter / batch controller Type SE56
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With local display 
compact version

90...265 V AC 2 transistors Aluminium 6 cable glands 558 745

Stainless steel 6 cable glands 559 780

2 transistors + 4...20 mA Aluminium 6 cable glands 558 747

Stainless steel 6 cable glands 558 306

With local display 
remote version

90...265 V AC 2 transistors Aluminium 6 cable glands 559 781

Stainless steel 6 cable glands 558 310

2 transistors + 4...20 mA Aluminium 6 cable glands 558 750

Stainless steel 6 cable glands 558 308

Blind
compact version

20...30 V DC up to 4 transistors Stainless steel 2 cable glands 559 132

up to 4 transistors + 4...20 mA Stainless steel 2 cable glands 559 133

up to 4 transistors + Profibus DP Stainless steel 2 cable glands 559 134

Please also use the “request for quotation” form on page 6 for ordering a customized magflow transmitter / 

batch controller.

 Ordering chart -spare parts/accessories for magflow transmitter / batch controller Type SE56
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USB cable interface + software to program the blind magflow transmitter / batch controller 559 374

Kit to transform a compact version into separate version (only for magflow transmitter / batch controller with display) 560 153
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To find your nearest Bürkert facility, click on the orange box   www.burkert .com

In case of special application conditions,
please consult for advice.

Subject to alteration.
© Christian Bürkert GmbH & Co. KG 1005/2_EU-en_00895031

Magflow transmitter / batch controller Type SE56 - request for quotation

Please fill out and send to your nearest Bürkert facility* with your inquiry or order.

NOTE : Please take into account that the electronic Type SE56 must be associated with a sensor body Type S051, S054, S055 or S056.

Company: Contact person:

Customer No.: Department:

Address: Tel. / Fax.:

Postcode / Town: E-mail:

Magflow transmitter / batch controller SE56 

Quantity: Desired delivery date:

 Transmitter / batch controller With local diplay Blind

 Mounting version Compact Wall-mounting Panel-mounting

 Body material Aluminium Stainless steel Plastic

 Power supply 20...30 V DC 90...265 V AC 18...63 V DC / 15...45 V AC 10...35 V DC

 Outputs 4...20 mA RS 485 Profibus DP

2 transistors 2 transistors + 4...20 mA 2 transistors (one of them: 10 KHz)

2 transistors + 1 x RS 232 2 transistors + 4...20 mA + 1 x RS 232 Data Logger 2 MB

HART Protocol 2 Relays 60 V AC 2 Relays 250 V AC

http://www.buerkert.com
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